Sonavision Hermes Software Installation

Quick Installation Instructions

« Locate and run setup.exe from the distribution CD, or from the directory into which the
software distribution has been uncompressed

- Follow the on-screen instructions

+  Attach the hardware to the PC via the USB port

- Follow the on-screen instructions

Detailed Installation Instructions

Ensure that the multiplexer board is not attached to the PC prior to installing the software. If the
software distribution has been obtained in a compressed format (setup-compressed.exe), save the
self extracting executable to hard disk, and double click to extract the file setup.exe. If the software
distribution has been obtained on CD setup.exe will be in the Hermes directory.

1. Locate and run setup.exe — this will open the setup screen shown below.

i Setup - Sonavision Hermes - o] x|

Welcome to the Sonavision
Hermes Setup Wizard

This will install Sonavision Hermes MM-A version 0.1 an your
complter.

It i= recommended that you close all other applications before
continuing.

Click Mext to continue, or Cancel to exit Setup.

Mext = Cancel
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2. Click next, and from the following screen either browse to the desired installation directory
or accept the default (C:\Program Files\Sonavision Hermes)

15 Setup - Sonavision Hermes

Select Destination Location
Where should Sonavision Hermes be installed?

J Setup will install Sonavision Hermes into the following folder.

To continue, click Mesxt. f you would like to select a different folder, click Browse.

Browse... |

At least 1.0 MB of free disk space is required.

< Back Mest = Cancel

3. Click next to continue, and on the following screen enter the desired start folder name, or
accept the default (Sonavision Hermes)

e Setup - Sonavision Hermes

Select Start Menu Folder
Where should Setup place the program’s shortcuts?

- Setup will create the program’s shorteuts in the following Start Menu folder.

To continue, click Mext. f you would like to select a different folder, click Browse.

Browse... |

< Back Mest = Cancel
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file:///C:/Program
file:///C:/Program
file:///C:/Program

4. Click next, and if the installation settings are correct click on Install.

15 Setup - Sonavision Hermes

Ready to Install

Setup is now ready to begin installing Sonavision Hemes on your computer.

Click Install to continue with the installation, or click Back i you want to review or
change any settings.

Destination location: d
C:\Program Files%Sonavision Hermes

Start Menu folder:
Sonavision Hermes

cBack [ mstal | Cancel |

5. Several progress screens will display in quick succession. When the device driver
installation starts (indicated by the screen below)

i Setup - Sonavision

Installing
Please wait while Setup installs Sonavision Hermes on your computer.

Instaling Hermes device drivers...

T ——

Caticel |
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6. A warning message will be displayed by Windows stating that the device driver has not been
validated my Microsoft. This warning is normal — click on “Continue Anyway” to continue
the installation.

| E The saoftware you are installing has not passed Windows Logo
Ine 2 testing to verfy its compatibility with Windows XP. (Tel me why
this testing is important.)

|i Continuing your installation of this software may impair i
or destabilize the comect operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation mow and
contact the software vendor for software that has

passed Windows Logo testing.

Continue Armyway STOP Installation |

Caticel |

7. Once all required files have been installed on the system, the following screen will be
displayed. Press “Finish” to exit the setup wizard.

o Setup - Sonavision Hermes _ =) x|

Completing the Sonavision
Hermes Setup Wizard

Setup has finished instaling Sonavision Hemnes on your
computer, The application may be launched by selecting the
installed icons.

Click Finish to exit Setup.
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8. Power up the multiplexer hardware and attach the the PC via the USB port. Windows will
detect the new hardware and display the following screen. Select the “No, not this time”
option and click “Next”

Found New Hardware Wizard

Welcome to the Found New

:..?\ Hardware Wizard

Windows will search for cument and updated software by
looking on your computer, an the hardware installation CO, or on
the Windows Update Web site {with your pemission).

Bead our privacy paolicy

g

Can Windows connect to Windows Update to search for
software ?

™ Yes, this time orly

™ Yes, now and every time | connect a device
&% Mo, nat this time

Click Mext to continue.

< Back Mest = Cancel

9. Ensure that the “Install the software automatically (Recommended)” option is selected ad
click “Next”

Found New Hardware Wizard

5

This wizard helps you install software for:

Sonavision Hemes

I;_.'i\,l if your hardware came with an installation CD
i or floppy disk, insert it now.

What do you wart the wizard to do?

% |nstall the software automatically (Fecommended)

" Install from a list or specific location (Advanced)

Click Mext to continue.

< Back Mest = Cancel
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10. Windows will locate the correct drivers and begin the Hermes device driver installation.

Found New Hardware Wiz

Please wait while the wizard installs the software. ..

% Sonavision Hemes

¢ Back [ et > Carzel

11. A warning screen will appear advising that the device drivers have not been validated by
Microsoft. This is normal — click on “Continue Anyway” to proceed with the install.

Hardware Installation

L] E The saoftware you are installing for this hardware:
[

Sonavision Hemes

has not passed Windows Logo testing to verify its compatibility
with Windows XP. (Tell me why this testing is important.)

Continuing your installation of this software may impair
or destabilize the comect operation of your system
either immediately or in the future. Microsoft stronagly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

Continue Armway || STOP Installation I
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12. Once the drivers have been installed the following screen will display. Click “Finish” to exit
the new hardware wizard. Note that the driver installation will normally only have to be
done the first time the hardware is attached to the PC, however, on some systems with
multiple USB ports the process may occur again if the hardware is subsequently attached to
a different USB port.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the software far:

% Sonavision Hemes

5

Click Finish to close the wizard.

< Back I Finish I Caticel

13. Upon successful installation of the Hermes device drivers check that the entry “Sonavision
Hermes” appears in the Universal Serial Bus Controllers entry of the Device Manager, as
shown below

=8
Batteries

- ¢ Computer

=g Disk drives

- _-_:! Display adapters

- DVD/CD-ROM drives

(=) IDE ATA/ATAFI controllers

- & IEEE 1394 Bus host controllers

<= Keyboards

) Mice and other painting devices

- s Modems

& Monitors

- E8 Network adapters

w- [l PCMCIA adapters

-7 Forts (COM & LPT)

ﬂ. Processors

@' Sound, video and game controllers

q:é System devices

=¥ Universal Serial Bus contrallers

Intel(R) 82801DB/DBM USBE 2.0 Enhanced Host Controller - 24CD
Intel(R) 82801DB/DBM USBE Universal Host Controller - 24C2
Intel(R) 82801DB/DBM USB Universal Host Controller - 24C4
Intel(R) 82801DB/DBM USB Universal Host Controller - 24C7
Sonavision Hermes

USB Root Hub

USB Root Hub

USB Root Hub 70f£8
USB Root Hub




Software Removal

To remove the software click “Add or Remove Programs” in the control panel. The following
indicates the software entries to be removed

ﬁ' Sonavision Hermes Device Driver (Driver Removal)

5".;‘ Sonavision Hermes MM-4 version 0.1
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